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motion.nl EXTREME AND WIN

Currently, our products have been widely used in a variety of industrial sectors, such as machine tools, mechani-
cal arms, printing equipment, textile machinery, packaging machinery, non—standard automation, medical equip—
ment, inspection equipment, laser cutting, welding, automobile manufacturing, satellite communication, metal ma-
chining, pharmaceuticals, etc.

Machine Tool Manipulator Printing Equipment Textile Machinery Packaging Machinery Non=standard Automation Medical Equipment

Check The Equipment Laser Cutting Welding Automobile Manufacturing Satellite Communications Metal Processing Pharmaceutical Industry
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NHK series

Quiet operation

Helical gears contribute to reduce vibration and noise.

High precision

Standard backlash is 3 arc—min, ideal for precision
control.

High rigidity & torque
High rigidity & high torque were achived by uncaged
needle roller bearings.

Adapter-bushing connection

Motor generality

High viscosity grease

Perfect solution using high viscosity anti—separation
grease.

Maintenance-free

No need to replace the grease for the life of the unit.
Can be attached in any position.

NHKO090 5 SZ2 P

Reducer backlash : P,<3, P,<5

— OQutput style S1: Smooth shaft

S2: Shaft with key

L Reduction
ratio

Single 3~10
Double 15~100

— Reducer type : NHKQ42 NHKQ60 NHKQ90 NHK7115 NHK142 NHK180

Example of selection: NHK090-5-S2-P1 / SIEMENS 1FL6042-2AF
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NHK042 o1 o2 o3
Frame Neminal Maxirmum Emergency Nominal Maximum Permitted Permitted
Model Ratio . . y "
size output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 6 12 30 4000 8000 240 270
4 9 18 35 4000 8000 270 300
5 9 18 35 4000 8000 290 330
SinEk 6 9 18 35 4000 8000 310 360
7 9 18 35 4000 8000 320 380
8 9 18 35 4000 8000 340 410
9 6 12 30 4000 8000 350 430
10 6 12 30 4000 8000 360 450
15 6 12 30 4000 8000 410 540
16 9 18 35 4000 8000 420 550
20 9 18 35 4000 8000 460 610
042 25 9 18 35 4000 8000 490 640
28 9 18 35 4000 8000 510 640
30 6 12 30 4000 8000 520 640
35 9 18 35 4000 8000 550 640
B 9 18 35 4000 8000 570 640
45 6 12 30 4000 8000 600 640
50 9 18 35 4000 8000 620 640
60 9 18 35 4000 8000 660 640
70 9 18 35 4000 8000 690 640
80 9 18 35 4000 8000 710 640
90 6 12 30 4000 8000 710 640
100 6 12 30 4000 8000 710 640
o4 05
Maximum Maximum . Moment Moment
Fr?me Model Ratio b R Weight of inertia of inertia
size (=¢8) (=p14)
[N] [N] [ke] [kgom®] [kgom?]
3 710 640 0.053 0.091
4 710 640 0.041 0.079
5 710 640 0.036 0.074
: 6 710 640 0.034 0.072
Single 7 710 640 06 0.032 0071
8 710 640 0.031 0.070
9 710 640 0.031 0.069
10 710 640 0.030 0.069
15 710 640 0.035 =
16 710 640 0.038 =
20 710 640 0.034 -
042 25 710 640 0.034 =
28 710 640 0.038 s
30 710 640 0.030 =
35 710 640 0.034 -
BaRsE 40 710 640 0.7 0.030 -
45 710 640 0.034 =
50 710 640 0.030 =
60 710 640 0.030 -
70 710 640 0.030 s
80 710 640 0.030 =
90 710 640 0.030 -
100 710 640 0.030 s

© 1 With nominal input speed, service life is 20,000 hours.
© 2 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)
© 3 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)
© 4 The maximum radial load the reducer can accept.

© 5 The maximum axial load the reducer can accept.

Nete: Use the temperature—20T~+90C
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NHK series

NHKO060 o1 o2 o3
Frame Nominal Maximum Emergency Nominal Maximurm Permitted Permitted
cize Model Ratio | output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 18 35 80 3000 6000 430 310
4 27 50 100 3000 6000 470 360
5 27 50 100 3000 6000 510 390
Single 6 2] 50 100 3000 6000 540 430
7 27 50 100 3000 6000 570 460
8 27 50 100 3000 6000 600 480
9 18 35 80 3000 6000 620 510
10 18 35 80 3000 6000 640 530
15 18 35 80 3000 6000 740 630
16 27 50 100 3000 6000 750 650
20 27 50 100 3000 6000 810 720
060 25 27 50 100 3000 6000 870 790
28 27 50 100 3000 6000 910 830
30 18 35 80 3000 6000 930 860
35 27 50 100 3000 6000 980 920
Sochis |, 27 50 100 3000 6000 1000 970
45 18 35 80 3000 6000 1100 1000
50 27 50 100 3000 6000 1100 1100
60 27 50 100 3000 6000 1200 1100
70 27 50 100 3000 6000 1200 1100
80 27 50 100 3000 6000 1200 1100
a0 18 35 80 3000 6000 1200 1100
100 18 35 80 3000 6000 1200 1100
4 Q5
Maximum Maximtim Moment Moment Moment
Frame Model Ratio . - Weight of inertia of inertia of inertia
size Sadeact || G (S¢8) | (S¢14) | (619
[N] [N] [kel [kgem®] [kgem®] [kgem’]
3 1200 1100 0.14 0.22 043
4 1200 1100 0.095 0.17 0.38
5 1200 1100 0.077 0.16 0.36
o 6 1200 1100 i 0.068 0.15 0.36
7 1200 1100 0.062 0.14 0.35
8 1200 1100 0.059 0.14 0.35
9 1200 1100 0.057 0.14 0.34
10 1200 1100 0.056 0.14 0.34
15 1200 1100 0.055 0.14 -
16 1200 1100 0.057 0.14 -
20 1200 1100 0.054 013 —
060 25 1200 1100 0.053 0.13 =
28 1200 1100 0.055 0.14 -
30 1200 1100 0.049 0.13 =
Deuhis 35 1200 1100 0.053 013 =
40 1200 1100 1.6 0.049 013 -
45 1200 1100 0.053 013 —
50 1200 1100 0.049 013 =
60 1200 1100 0.049 013 —
70 1200 1100 0.049 0.13 -
80 1200 1100 0.049 0.13 =
90 1200 1100 0.049 013 -
100 1200 1100 0.049 0.13 -

© 1 With nominal input speed, service life is 20,000 hours.
£ 2 With this load and nominal input speed, service life will be 20000 hours.
(Applied to the output shaft center, at axial load 0)
© 3 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

0 4 The maximum radial load the reducer can accept.

© 5 The maximum axial load the reducer can accept.

Note: Use the temperature-=20T~+90TC
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NHK090 o1 02 03
e Nominal Maximum Emergency Nominal Maximum Permitted Permitted
size Model Ratio | output torque | output torque | stop torque bl spesd {pUEspeet Fadial load aial load
[Nm] [Nml [Nm] [rpm] [rom] [N] [N]
3 50 80 200 3000 6000 810 930
4 13 125 250 3000 6000 890 1100
5 75 125 250 3000 6000 960 1200
Single 6 75 125 250 3000 6000 1000 1300
7 75 125 250 3000 6000 1100 1300
8 75 125 250 3000 6000 1100 1400
9 50 80 200 3000 6000 1200 1500
10 50 80 200 3000 6000 1200 1600
15 50 80 200 3000 6000 1400 1900
16 75 125 250 3000 6000 1400 1900
20 75 125 250 3000 6000 1500 2100
090 25 75 125 250 3000 6000 1600 2200
28 75 125 250 3000 6000 1700 2200
30 50 80 200 3000 6000 1700 2200
et 35 75 125 250 3000 6000 1800 2200
40 75 125 250 3000 6000 1900 2200
45 50 80 200 3000 6000 2000 2200
50 75 125 250 3000 6000 2100 2200
60 15 125 250 3000 6000 2200 2200
70 75 125 250 3000 6000 2300 2200
80 13 125 250 3000 6000 2400 2200
90 50 80 200 3000 6000 2400 2200
100 50 80 200 3000 6000 2400 2200
o4 a5
: ; Moment
e e [t M mo Weight of inertia el of marte of b
g il bt || melle (S08) | (5614 | (5619 | (S62)
[N] [N] kel [kgem®] [kgem?] [keem®] [kgom®]
3 2400 2200 = 0.72 1.2 3.2
4 2400 2200 . 0.49 0.95 3.0
5 2400 2200 = 0.40 0.86 29
si 6 2400 2200 = 0.36 0.82 2.8
ingle 3.7
7 2400 2200 = 0.32 0.79 2.8
8 2400 2200 = 0.31 0.77 2.8
9 2400 2200 = 0.29 0.76 2.8
10 2400 2200 = 0.29 0.75 2.8
15 2400 2200 0.13 0.28 0.72 =
16 2400 2200 0.15 0.30 0.74 -
20 2400 2200 0.13 0.28 0.72 =
090 25 2400 2200 0.12 0.28 0.71 =
28 2400 2200 0.14 0.29 0.73 E
30 2400 2200 0.10 0.25 0.70 =
35 2400 2200 0.12 0.27 0.7 -
Double 40 2400 2200 4.2 0.099 0.25 0.70 =
45 2400 2200 012 0.27 0.71 -
50 2400 2200 0.098 0.25 0.69 -
60 2400 2200 0.098 0.25 0.69 =
70 2400 2200 0.087 0.25 0.69 =
80 2400 2200 0.097 0.25 0.69 =
90 2400 2200 0.087 0.25 0.69 -
100 2400 2200 0.087 0.25 0.69 =

© 1 With nominal input speed, service life is 20,000 hours.
© 2 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)
© 3 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)
© 4 The maximum radial load the reducer can accept.
0 5 The maximum axial load the reducer can accept.

Note: Use the temperature—20°C~+90C
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NHK series

NHK7115

01 a2 03
Frame Nominal Maximum Emergency Nominal Maximum Permitted Permitted
Son Model Ratio | output torque | output torque | stop torque input speed input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 120 225 500 3000 6000 1300 1500
4 120 330 625 3000 6000 1500 1700
5 180 330 625 3000 6000 1600 1900
Single 6 180 330 625 3000 6000 1700 2000
7 180 330 625 3000 6000 1800 2100
8 180 330 625 3000 6000 1900 2300
9 120 225 500 3000 6000 1900 2400
10 120 225 500 3000 6000 2000 2500
15 120 225 500 3000 6000 2300 3000
16 180 330 625 3000 6000 2300 3100
20 180 330 625 3000 6000 2500 3400
115 25 180 330 625 3000 6000 2700 3700
28 180 330 625 3000 6000 2800 3900
30 120 225 500 3000 6000 2900 3900
35 180 330 625 3000 6000 3000 3900
Double 40 180 330 625 3000 6000 3200 3900
45 120 225 500 3000 6000 3300 3900
50 180 330 625 3000 6000 3400 3900
60 180 330 625 3000 6000 3600 3900
70 180 330 625 3000 6000 3800 3900
80 180 330 625 3000 6000 4000 3900
90 120 225 500 3000 6000 4200 3900
100 120 225 500 3000 6000 4300 3900
o4 05
. : Moment Moment Moment Moment
Frame i Maximum Weight of inertia of inertia of inertia of inertia
. Model Ratio radial load axial load
g128 (=d14) (=¢19) (= $28) (=¢38)
[N] [N] [kel [kg_cmz] [kg_cmz] [kgcm2] [kg_cmz]
3 4300 3900 = 3.3 5.3 13
4 4300 3900 = 2.0 41 12
5 4300 3900 = 1.6 3.6 11
Sinela 6 4300 3900 g = 142 3.3 11
7 4300 3900 - 1.1 3.2 1
8 4300 3900 = 1.0 3.1 11
9 4300 3900 = 0.98 3.0 11
10 4300 3900 = 0.95 3.0 11
15 4300 3900 0.43 0.86 28 -
16 4300 3900 0.48 0.92 2.9 =
20 4300 3900 0.40 0.83 2.8 =
115 25 4300 3900 0.38 0.82 28 -
28 4300 3900 0.44 0.88 28 -
30 4300 3900 0.29 0.74 2.7 E
35 4300 3900 0.37 0.81 27 =
Double 40 4300 3900 8.9 0.28 0.73 2.7 =
45 4300 3900 0.37 0.80 27 =
50 4300 3900 0.28 0.73 2.7 =
60 4300 3900 0.28 0.73 2.7 =
70 4300 3900 0.28 0.73 27 =
80 4300 3900 0.28 0.73 2.7 N
90 4300 3900 0.27 0.73 29 =
100 4300 3900 0.27 0.73 2.7 =

Q1 With nominal input speed, service life is 20,000 hours.
O 2 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)
© 3 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)

Q4 The maximum radial load the reducer can accept.

Q5 The maximum axial load the reducer can accept.

Note: Use the temperature—20°C~+90TC
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NHK 7142

01 02 03
Brame Nominal Maximum Emergency Nominal Maximum Permitted Permitted
Son Model Ratio | output torque | output torque | stop torque | input speed | input speed radial load axial load
[Nm] [Nm] [Nm] [rpm] [rpm] [N] [N]
3 240 470 1000 2000 4000 3200 2400
4 240 700 1250 2000 4000 3500 2700
5 360 700 1250 2000 4000 3800 3000
Single 6 360 700 1250 2000 4000 4000 3300
7 360 700 1250 2000 4000 4200 3500
8 360 700 1250 2000 4000 4400 3700
9 240 470 1000 2000 4000 4600 3900
10 240 470 1000 2000 4000 4700 4100
15 240 470 1000 2000 4000 5400 4900
16 360 700 1250 2000 4000 5500 5000
20 360 700 1250 2000 4000 6000 5500
142 25 360 700 1250 2000 4000 6400 6100
28 360 700 1250 2000 4000 6700 6400
30 240 470 1000 2000 4000 6800 6600
Double | 35 360 700 1250 2000 4000 7200 7000
40 360 700 1250 2000 4000 7500 7500
45 240 470 1000 2000 4000 7800 7900
50 360 700 1250 2000 4000 8100 8200
60 360 700 1250 2000 4000 8600 8200
70 360 700 1250 2000 4000 9100 8200
80 360 700 1250 2000 4000 9100 8200
90 240 470 1000 2000 4000 9100 8200
100 240 470 1000 2000 4000 9100 8200
04 o5
Frame Maximum Maximum ) Mcfment Moment quen_t Moment
: Model Ratio radial load axial load Weight of inertia of inertia of inertia of inertia
size (S¢19) (= ¢28) (= ¢38) (= 48)
[N] [N] [kel [keem?] [kgem®] [keem®] [kgom’]
3 9100 8200 = 12 20 42
4 9100 8200 = 1.9 15 37
5 9100 8200 = 5.8 14 36
Single 6 9100 8200 4 - 49 13 35
7 9100 8200 = 4.1 12 34
8 9100 8200 = 38 12 34
9 9100 8200 = 3.6 11 34
10 9100 8200 = 3.5 11 34
15 9100 8200 1.3 3.2 11 =
16 9100 8200 1.5 3.5 11 -
20 9100 8200 1.2 3.1 11 -
142 25 9100 8200 1.1 3.1 11 =
28 9100 8200 1.4 3.3 11 =
30 9100 8200 0.85 2.8 10 -
a5 9100 8200 1. 3.1 11 =
Double 40 9100 8200 17 0.83 28 10 -
45 9100 8200 1.1 3.0 11 =
50 9100 8200 0.81 2.8 10 =
60 9100 8200 0.81 28 10 .
70 9100 8200 0.80 2.8 10 =
80 9100 8200 0.80 28 10 =
90 9100 8200 0.80 2.8 10 -
100 9100 8200 0.80 2.8 10 =

© 1 With nominal input speed, service life is 20,000 hours.
© 2 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0)
0 3 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output side bearing, at radial load 0)
O 4 The maximum radial load the reducer can accept.

© 5 The maximum axial load the reducer can accept.

Note: Use the temperature—20°C~+90C
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Performance table NHK series Dimensions NHK series

NHKO42 1stage
:

Input shaft bore =8
NHK180 o o2 og
Frame Nominal Maximum Emergency Nominal Maximum Permitted Permitted o g3 el LM
iza Model Ratio output torgue | output torque stop torque input speed input speed radial load axial load 1:: - 55
INm] [Nm] [Nm] [rpm] [rom] N] N] st z_.—mﬂ . =
3 500 970 2200 1500 3000 5600 4300 '_-| & J
4 750 1400 2750 1500 3000 6200 4900 il i )n( bt
5 750 1400 2750 1500 3000 6700 5400 3 SR att g X
Single 6 750 1400 2750 1500 3000 7100 5800 g3 = g A
7 750 1400 2750 1500 3000 7400 6300 = | A \/K e );\
8 750 1400 2750 1500 3000 7800 6600 &5 B
9 500 970 2200 1500 3000 8100 7000 50 <
10 500 970 2200 1500 3000 8400 7300 2 e
15 500 970 2200 1500 3000 9600 8700
16 750 1400 2750 1500 3000 9300 8900 2
20 750 1400 2750 1500 3000 11000 9900 N -
180 25 750 1400 2750 1500 3000 11000 11000
28 750 1400 2750 1500 3000 12000 11000 e ~
915
oo |20 e 1m0 i | ow [ aow |tz —
40 750 1400 2750 1500 3000 13000 13000 55 b w63 |
45 500 870 2200 1500 3000 14000 14000 835 065 ]
50 750 1400 2750 1500 3000 14000 14000 2 L o
60 750 1400 2750 1500 3000 15000 14000 4-234 o e [ T ——t
70 750 1400 2750 1500 3000 15000 14000 o /\q/ )
80 750 1400 2750 1500 3000 15000 14000 + | _.,Ii... / \ \‘
90 500 970 2200 1500 3000 15000 14000 S 5 T
100 500 970 2200 1500 3000 15000 14000 g 3 \\/ﬁ /
04 05 | . ‘\K ] n/,
Frame Maximum Maximum : Moment Moment Moment Moment _L_—J: e
] Model Batio ) . Weight of inertia of inertia of inertia of inertia 5
size radial load axial load -
(=¢28) (= ¢38) (=p48) (= ¢65) 35
[N] [N] [ke] [kg_cmz] [kg_cmz] [kg_cmz] [kg_crnz] SUNET]
3 15000 14000 ™ 44 66 130 63
4 15000 14000 - 28 50 110 . J
5 15000 14000 = 22 44 100
Single 6 15000 14000 2 - 18 a1 100 fVHK042 2stage
T 15000 14000 = 16 38 99
8 15000 14000 B 15 37 97 Input shaft bore = ¢8 -
9 15000 14000 = 14 36 97
10 15000 14000 - 14 36 96 — = o =R
15 15000 14000 4.7 12 34 - e i
16 15000 14000 54 13 35 = s e m¥]
20 15000 14000 4.4 12 34 - |H % ,
180 25 15000 14000 4.2 12 34 = e ] [ _‘r ;o\
28 15000 14000 4.9 13 35 - = - /‘
30 15000 14000 32 11 33 = HR= 5 N ! :%
Ooibie 35 15000 14000 4.1 12 34 = hd e ' by \_: /
40 15000 14000 37 32 11 33 = ] 1 S i A
45 15000 14000 40 12 34 - &/E} s
50 15000 14000 3.1 11 33 - o
60 15000 14000 3.1 11 33 = #867)
70 15000 14000 3.1 11 33 = 245
80 15000 14000 3.1 11 33 -
90 15000 14000 31 11 33 = ~ -~
100 15000 14000 3a 11 33 =
O 1 With nominal input speed, service life is 20,000 hours. (" Jg, h
© 2 With this load and nominal input speed, service life will be 20,000 hours.
(Applied to the output shaft center, at axial load 0) MADwth 6.8 3 M4 Depth 6,8 3.2 Note1: Body‘Size lLenglth will vary depending on motor.
0O 3 With this load and nominal input speed, service life will be 20,000 hours. Sy Note2: Bushing will be inserted to adapt to motor shaft.
{Applied to the output side bearing, at radial load 0) 2 b D
© 4 The maximum radial load the reducer can accept. 5|
© 5 The maximum axial load the reducer can accept. , _
Shatt with key moath shaft
Note: Use the temperature-20T~+90TC
\_ /
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NHK series
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NHKO060 1stage

Input shaft bore = 8
)

NHKO060 Zstage

37 5 4L-M3 DEPTH 7
i w125,
(1] L-955 pi] 86 I Os2
= s *
W/— H H— —=
A
=l= pl.olLs =
N7 gk L A
=l | 1] ="V
ET__..?B & P J
5
3 98(67]
BL5
%
'8
115
Input shaft bore = ¢ 14 37 8 LML DEPTH 9
23 A
2 66
Ces
Osd L-#55 o
2 2
o
== g s
/ \ ! g ,)" ;
@) G
\ k_// == . \ KH:W
S @" £ | | K, i
270 5
35
2161G7)
#63
3
-
130
Input shaft bore =19 3 L2 s DEPTH W
28 25
22 66
]
60 L-955 w \
= i = e
= g = B
" : | /V &
" L] Al
| /@§ ) gy 2 I T 2
| k_/ = ® . \tggy
Eﬁj"g & 4 B 13(//
270 e e
LI
50
#1867}
G0
L
' ™
mMslepthias 3 M5 Depth12.5
Notel: Body Size Length will vary depending on motor.
= Note2: Bushing will be inserted to adapt to motor shaft.
5
shaft with key Smooth shaft
\ A

-
Input shaft bore = @8
131
Ell 94 4-M3 DEPTH 7
2 5.5 |
60 L-955 2 1303 - 052
— § s
e \ H 1 g =
2 o B N
1@ 3 EE 47N
\ \‘j/ °® b | = XE::J),(
B) L — | N
B T &
5
L 98(GT)
L5
A
g
< 136
Input shaft bore = ¢ 14 e ® LML DEPTH ©
2 o AA
22 616
[}
60 L-955 s
o g < - ]
%E = F/- ~.
[
— 5 — 4 Y
' : /(@\ 8lsr 1=} s (§
K:// 2|s JIV g \\\‘_”y
ET.-—-' Q?\" = L | 'ﬁ\ﬁ ,)i
@70 5
35
P14(G7)
263
X
r ™
M5 Depth12.5 3 M5Depth12.5
Note1: Body Size Length will vary depending on motor.
o Note2: Bushing will be inserted to adapt to motor shaft.
5
Shaft with key Smooth shaft
L S

20



Dimensions NHK series

NHK090 1stage NHK090  Zstage

i e N
Input shaft bore = ¢ 14 s 4Me DERTH. 9 Input shaft bore = ¢ 8
L3 95 160
36 165 LB n2
28 9 & Oss 36 155
g h-M3 DEPTH T
)] L-ghb 2zl = 28 9 ]
g = 90 L-966 RS
= il E{ 052
| I X . H I
3|2 e B ) Jpd -
g5l = ST 3 Ny 5 Flem f@-—
B e
j-4 |- I L - £-%
L i D | ] = K_,_,)'(
& 5 4+ 1l 2 '
35 o 5 0%
K 32 @BIGT)
141G7) $L5
963
X = Az e,
'8 ™y ' ™\
Input shaft bore =@ 19 153 Input shaft bore = ¢ 14 s eve DEPTH 9
LB 105 L-M5 DEPTH 11 18 -
3 22 ~ 3 165
26 9 B
28 9 L] %S
o5 L-966 _ L0 050 4966 2l =
g 2 =T 3 3
, e — =
i a< 1 M 7“* H H =
7 i e s ] 5 = / A
/ @§ | g 2 o ﬁ% ‘ @ EE e B )
=S |= B = = 2o i - 3 ]
il 7 I I\ il o T Nl
= o H ! A N\ Ll
p—— aY i @ 5
* 2100
@100 [ 3
50
#1967 P1LIGT
690 #63
.2 J X J
'd N ' ™
il
= b =¢19
Input shaft bore = ¢ 28 o = A B Input shaft bore = ¢ 175
36 35 L 127 L-M5 DEPTH 11
\ 36 25
8 L3 8 ot
030 28 El L]
= =[]
- il g = : gere : 090 L-96.6 g s
- - r \ﬁ e
= 4 = h—s _| —
12 /! 7 :
- - | P 1] VL \
B g AN = =T~ & ﬁﬂ
HE : N/ HE | s .\‘*’9’/
/ as
el
- = | o — & Tl vt %
‘__ ] ——
e & ?@i\ =P /‘{ o )
) I - = 50
67 - 219(67]
@28(G7
@90
P45
\_ J \. J
' ™ 'd N
MBDeptn 19 3.5 g Depth1g malepth1g 1o3.5 Mmalepthig
Notel: Body Size Length will vary depending on motor. Note1: Body Size Length will vary depending on motor.
ai Note2: Bushing will be inserted to adapt to motor shaft. Et Note2: Bushing will be inserted to adapt to motor shatft.
6 s
Shatt with key Smooth shaft Shaf t with key Smooth shait
L J . J
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NHK series
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NHK7115 Tstage

Input shaft bore =19

——l

@130

@110(g6!

#70{G7}

187
65 122
L 0 5
58
w| 8
45 3 ®
3 a
T
= o e )
= i
= 4 |
L3 H 1
= n
& 6

k=M5 DEPTH 11

19(G7)

Input shaft bore = ¢»28

204
65 139

L-M8 DEPTH 17

30 lL

58
s (29 u5 ol ®
o / 5 = || ——
| =B i T : E
o : %I g )
M *I° P : Kk)/
| [t
i o 2 T__ X _-...-’ /‘G(
#130 < -
8
-1 828167
Bk
Input shaft bore = ¢ 38 25
& 150 LM DEPTH 21
i 10 LE
58 o \
45 .
4-99 o 2 8 /g.—
s = ke
] I
I 15 /
22l )
¥ s N
L et
o = — S -
#130 % @\ /g/
S~ o
bl & Far
8 938(67)

*213

NHK115 2stage

M12 Deoth2s 5 M120epth2a

&

Shaft with kev

[}

Smooth shaft

Note1: Body Size Length will vary depending on motor.

Note2:

Bushing will be inserted to adapt to motor shaft.

p
=
Input shaft bore = ¢ 14 S
65 1395 L-ML DEPTH 9
L 10 165
58
ons L-99 =
I A 5] gl 8 06
=N h
Elz :l_ =25 ,K .j.
@% & %] == &:%__
=™ o - -
- |8 L
H 3K
| [ — ]
- g =
=== = P s F
130 & EF]
35 ]
#14167)
#63
|
'
Input shaft bore =19
2145
65 1495 L-M5 DEPTH 11
3 0 _E.
oms 4-99 28 w =
- g ) 45 s =
| i L =
[
A EE el
© g EI T & I
28 | B N
\N% HE S N\
| a3
I 5 =
= o 6
@130 < L]
@19(67)
490
\
p
Input shaft bore = ¢ 28 2315
E5 1665 L=MB DEPTH 17
A 0 35 '|,
58 [wiEl]
115 -39 L5 w =
s = i3
5 1 ‘&
= h (-
) EI 5 F/f\
ElE &
g% 3 \\//
J ]
A 1 H X
& -
8
67 #28(67)
SIL5
\
-~
w12 Deothas 5 M120epth2s
° Note1: Body Size Length will vary depending on motor.
. Note2: Bushing will be inserted to adapt to motor shatft.
&
—DyEI‘—
Shaft with key Smooth shaft
L A
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Dimensions NHK series

NHK7142 T1stage NHK7142 Zstage

4 ™\

Input shaft bore = ¢ 28 Input shaft bore = @19

29
97 152 L-MB_ DEPTH 1 s

- e 9 169.5
a2
&5 12] 12 &-M5 DEPTH 11
30 65 | |
|i| o Pl

i}

Chisz L-911

150

(m]:}]

#150

L2
T - - =
d 8 % !
775 E et 5 12N /\ il i
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